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4  PORAKA VOPUMPUT

Tuotto: 24 m h saakka 50 Hz
ostoko keus: 278 m saakka 50 Hz

Pumpatta a neste: kemiallisesti ja mekaanisesti ei a essii ista
Pumpatta an eden lämp tila: 0  - 40
Maksimi hiekan mää ä 100 m , pa tikkelin maksimikoko 2 mm
Maksimi pumpun halkaisija sisältää kaapelisuojan : n. 95 mm
Ulostulo hde: 1   VS 1-2-3-4:lle, 2   VS 6-7-8-10-15:lle
P imissuunta: Läht hdettä katsottaessa m täpäi ään
Pumppu so eltuu jatku aan kä tt n. Voidaan kä ttää niin p st - kuin aaka-asennossakin

KÄYTT KOHTEET

OM A SUU ET

 SUOR TUSKYKY

MOOTTOR  

L SÄVARUSTE

 Talous eden esihuolto
 Vedenjakelu ja -paineistus
 Kastelu- ja sammutusjä jestelmät, edenkäsittel , suodatus ja käänteisosmoosi
 Tuotannon jäähd t s ja p osessit
 Kai osteollisuus, kui atus ja kastelu
 Palosammutus älineist
 Vedenjakelu säili istä, altaista ja kai oista
 E ilaisten nesteiden nosto ja jakelu
 Autoklaa ilaitteiden ja säili iden lataus ja pu ku
 Sii tonu met ja maisemointi
 Kas ihuoneet ja kas attamot
 Kotitalouksien ja maatalouden kai ot ja kui atus
 Elinta iketeollisuus
 Muu teollisuus

Kompakti, luotetta a ja oidaan kä ttää m s aakatasossa
Sisään akennettu takaisku enttiili suojaa pumppua äkillisiltä paineen aihteluilta
Kellu at juoksup ät takaa at pa emman suo itusk n ja pidemmän kestoiän
Suunniteltu toimimaan tehokkaasti 

 Mootto in adapte i EMA-standa din mukainen
 Lisätietoja uppopumppujen tuoteluettelosta

äähd t s aippa

www.pumppulohja.fi



Pumppu-

malli
TEHO

  TUOTTO
m /h 0 0.4 0.6 0.9 1.2 1.5 1.8 2.1 2.4 2.8 3.0 3.3 3.6 4.2
l/sec 0 0.11 0.17 0.25 0.33 0.42 0.50 0.58 0.67 0.78 0.83 0.92 1.0 1.17

[kW] [HP] H  NOSTOKORKEUS [m]
VS 1/10 0.37 0.5 68 56 53 45 35 18
VS 1/13 0.37 0.5 83 68 64 54 39 20
VS 1/19 0.55 0.75 118 100 94 80 57 30
VS 1/26 0.75 1 156 136 126 105 75 41
VS 1/38 1.1 1.5 241 209 193 162 117 63

VS 2/5 0.37 0.5 34 30 29 27 25 22 17 14 10
VS 2/7 0.37 0.5 47 43 40 37 35 30 24 20 14
VS 2/10 0.55 0.75 67 60 57 54 49 43 34 28 20
VS 2/14 0.75 1 94 85 80 75 68 60 46 39 27
VS 2/20 1.1 1.5 133 120 114 107 97 86 66 56 40

VS 2/27 1.5 2 189 164 154 145 132 115 90 75 53
VS 2/39 2.2 3 259 235 222 209 190 167 130 110 75

VS 3/4 0.37 0.5 28 25 24 23 22 20 19 17 15 10
VS 3/7 0.55 0.75 48 42 40 39 36 33 30 28 24 16
VS 3/10 0.75 1 70 62 59 56 52 48 44 39 34 23
VS 3/15 1.1 2 104 92 88 83 78 72 65 58 51 34
VS 3/20 1.5 2 140 124 119 112 105 97 87 77 66 43
VS 3/30 2.2 3 205 183 175 164 154 142 128 113 98 65
VS 3/37 3 4 257 232 222 210 194 179 161 143 123 82

VS 15
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T TT T T 50 Hz

TUOTTOKÄYRÄT

PUMPUN TUNNISTETIEDOT

Mootto in teho
Vaiheiden lukumää ä
Tuotto m   h
Pumppumalli

VS 10 14/

VS 1-2-3
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TEHO

  TUOTTO
m /h 0 2.5 2.7 3.0 3.3 3.6 4.2 4.8 5.5 6.0 7.0 7.2 8.0 9.0
l/sec 0 0.7 0.75 0.83 0.92 1.00 1.17 1.33 1.53 1.67 1.94 2.00 2.22 2.5

[kW] [HP] H  NOSTOKORKEUS [m]
VS 4/4 0.37 0.5 25 22 21 20 20 19 17 14 11 8
VS 4/7 0.55 0.75 45 39 27 36 35 34 29 25 19 14
VS 4/10 0.75 1 64 55 54 52 49 47 42 35 26 19
VS 4/14 1.1 1.5 89 77 75 72 68 65 59 50 37 26
VS 4/18 1.5 2 114 98 95 93 88 85 80 64 49 34
VS 4/27 2.2 3 170 146 145 139 133 127 114 95 73 50
VS 4/32 3 4 222 174 170 165 157 150 135 113 86 60
VS 4/40 3.7 5 252 216 223 212 196 189 166 141 107 75
VS 4/44 4 5.5 278 240 235 226 217 207 185 155 116 83

VS 6/6 0.75 1 36 32 30 28 26 23 22 18 14
VS 6/9 1.1 1.5 53 47 44 41 39 33 32 25 17
VS 6/13 1.5 2 77 70 66 63 60 52 50 43 32
VS 6/19 2.2 3 110 100 95 90 85 74 72 60 41
VS 6/26 3 4 150 134 126 120 110 94 90 73 49
VS 6/31 3.7 5 185 165 155 146 136 115 110 90 59
VS 6/34 4 5.5 200 178 165 155 145 123 118 95 64
VS 6/45 5.5 7.5 269 239 223 208 191 160 155 128 94

VS 7/8 0.75 1 36 30 28 26 25 24 21 16
VS 7/11 1.1 1.5 50 41 39 38 35 34 29 21
VS 7/16 1.5 2 72 57 55 53 49 48 41 30
VS 7/24 2.2 3 105 83 82 79 72 70 59 43
VS 7/32 3 4 140 111 110 105 97 93 80 58
VS 7/40 3.7 5 176 142 137 135 124 120 103 77
VS 7/44 4 5.5 189 153 151 144 132 128 109 82

Pumpun

malli
TEHO

  TUOTTO
m /h 0 4.5 5.4 6.0 7.0 7.5 8.0 8.4 9.0 9.6 10 11.0 12.0 13.0 14.5 15 16 17 18 19 24
l/sec 0 1.25 1.50 1.67 1.94 2.09 2.22 2.33 2.50 2.67 2.78 3.05 3.33 3.61 4.03 4.2 4.4 4.7 5.0 5.3 6.66

[kW] [HP] H  NOSTOKORKEUS [m]
VS 8/4 0.75 1 25 29 23 22 20 19 18 17 15 14 12 10
VS 8/6 1.1 1.5 38 36 35 33 31 30 27 26 24 21 19 15
VS 8/9 1.5 2 57 54 50 49 46 45 40 39 35 32 28 23
VS 8/14 2.2 3 88 84 78 75 70 68 62 60 54 48 43 34
VS 8/18 3 4 113 107 101 92 90 87 80 75 70 61 55 45
VS 8/23 4 5.5 153 140 131 126 117 114 105 100 91 82 75 60
VS 8/32 5.5 7.5 250 190 179 173 160 155 145 140 127 117 106 88
VS 8/42 7.5 10 277 251 237 227 210 203 189 181 165 150 135 114

VS 10/5 1.1 1.5 30 24 24 23 22 21 20 18 16 14 10
VS 10/7 1.5 2 42 34 33 33 31 30 28 27 23 20 16
VS 10/11 2.2 3 64 52 51 50 47 45 43 39 35 30 23
VS 10/14 3 4 82 67 66 65 61 58 56 52 45 40 30
VS 10/18 4 5.5 107 92 89 87 83 80 77 70 63 55 45
VS 10/25 5.5 7.5 150 126 124 121 117 112 108 100 91 82 66
VS 10/32 7.5 10 194 165 160 157 152 145 140 139 120 108 89

VS 15/8 2.2 3 46  35 33 32 30 27 26 26 25 23 21 10
VS 15/10 3 4 58 43 41 40 38 30 34 33 30 29 27 13
VS 15/12 4 5.5 69 52 50 48 45 42 41 39 37 35 32 15
VS 15/16 5.5 7.5 92 69 66 63 60 56 55 52 49 46 43 20
VS 15/21 7.5 10 121 91 87 84 80 74 72 68 64 60 56 27

VS 4-6-7

VS 8-10-15

Pumppu-

malli

www.pumppulohja.fi



Tekniset tiedot ja 
Tuottokä ät

50 Hz

www.pumppulohja.fi

A o din  to OMM SS O  RE ULAT O  EU  o 547 2012

ME  - Minimum Effi ien  inde

n o de  to a hie e a ompa a le effi ien  th eshold- alue a oss all le all  
o e ed wate  pumps,an inde  of pump size, spe i  speed and otational speed 

has een eated: the ME  Minimum Effi ien  nde .
ME  o e s est point EP , pa t load PL  and o e load OL  effi ien ies as wate  pumps

ma  e hosen with safet  ma ins and hen e do not un at est effi ien  point.
 This ensu es hi h and at  effi ien  u es and onse uentl  an effi ient ope ation in eal life.

ME  means the dimensionless s ale unit fo  h d auli  pump effi ien  at EP, PL and OL.
ME  is a measu e fo  the ualit  of a pump size in espe t to the effi ien .

The hi he  the alue of the ME  is, the ette  is the pump size in espe t to effi ien
and the lowe  is the ea l  ene  onsumption if pumps of this size a e installed. 

The uppe  limit of alues of the ME  is p in ipall  open and depends
onl  on ph si al and te hnolo i al onst aints. ME  is ased on the full impelle  diamete .

The ope ation of this wate  pump with a ia le dut  points ma  e mo e effi ient and e onomi
 when ont olled, fo  e ample,  the use of a a ia le speed d i e that mat hes 

the pump dut  to the s stem en hma k ME     0.70. 
o  en hma k effi ien  aphs, o to www.eu opump.o effi ien ha ts.

nfo mation on en hma k effi ien  is a aila le at f anklinwate .eu
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Pumppu-
malli

Moottori Mitat [mm] Paino [Kg]

Tyyppi [kW] [HP] L1
L2 Lt

Pumppu
Moottori Yhteensä

1~ 3~ 1~ 3~ 1~ 3~ 1~ 3~

VS 1/10 E4 0.37 0.5 368 228 214 596 582 4.0 7.8 7.2 11.8 11.2

VS 1/13 E4 0.37 0.5 420 228 214 648 634 4.5 7.8 7.2 12.3 11.7

VS 1/19 E4 0.55 0.75 528 248 228 776 756 5.6 8.7 7.7 16.4 13.3

VS 1/26 E4 0.75 1.0 680 282 248 962 928 7.4 10.0 8.7 17.4 16.1

VS 1/38 E4 1.1 1.5 921 338.5 282.5 1259.5 1203.5 10.0 12.6 10.2 22.6 20.2

L1
L2

Lt

Rp 1"

Ø 95

VS 1 50Hz
TEKNISET TIEDOT - PUMPUT ENCAPSULATED MOOTTORILLA

www.pumppulohja.fi



VS 1/10

η

VS 1/13

VS 1/19

VS 1/26

VS 1/38

m

%

3m/h
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0.2 0.60.4 1.0 2.00.8 1.41.2 1.81.6

0.0 0.2 0.60.4 1.0 2.00.8 1.41.2 1.81.6

l/min0.0 2.0 6.04.0 10.0 20.08.0 14.012.0 18.016.0 30.0 32.024.022.0 28.026.0

U.S. gpm0.0 1.0 3.02.0 5.04.0 7.06.0 8.0
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Pumppu-
malli

Moottori Mitat [mm] Paino [Kg]

Tyyppi [kW] [HP] L1
L2 Lt

Pumppu
Moottori Yhteensä

1~ 3~ 1~ 3~ 1~ 3~ 1~ 3~

VS 2/5 E4 0.37 0.5 278 228 214 506 492 3.0 7.8 7.2 10.8 10.2

VS 2/7 E4 0.37 0.5 314 228 214 542 528 3.4 7.8 7.2 11.2 10.6

VS 2/10 E4 0.55 0.75 367 248 228 615 595 4.0 8.7 7.7 12.7 11.7

VS 2/14 E4 0.75 1 438 282.5 248 720.5 686 4.6 10.0 8.7 14.6 13.3

VS 2/20 E4 1.1 1.5 542 338.5 282.5 880.5 824.5 5.6 12.6 10.2 18.2 15.8

VS 2/27 E4 1.5 2 695 349.5 306.5 1044.51001.5 7.1 13.0 11.2 20.1 18.3

VS 2/39 E4 2.2 3 934 436.5 338.5 1370.51272.5 9.4 16.9 12.6 26.3 22.0

L1
L2

Lt

Rp 1"

Ø 95

VS 2 50Hz
TEKNISET TIEDOT - PUMPUT ENCAPSULATED MOOTTORILLA

www.pumppulohja.fi



VS 2/5

VS 2/7

VS 2/10

VS 2/14

VS 2/20

VS 2/27

VS 2/39

η

m

%

3m/h
0 0
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35

40

45

50

55

30

T
e
h

o

ft

N
o

s
to

k
o

rk
e
u

s

l/min0.0 5.0 10.0 20.015.0 30.025.0 40.035.0 50.045.0 60.055.0

U.S. gpm0.0 1.0 3.02.0 5.04.0 7.06.0 8.0 9.0 10.0 12.011.0 14.013.0 15.0

Virtaama
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Pumppu-
malli

Moottori Mitat [mm] Paino [Kg]

Tyyppi [kW] [HP] L1
L2 Lt

Pumppu
Moottori Yhteensä

1~ 3~ 1~ 3~ 1~ 3~ 1~ 3~

VS 3/4 E4 0.37 0.5 275 228 214 503 489 2.6 7.8 7.2 10.4 9.8

VS 3/7 E4 0.55 0.75 345 248 228 593 573 3.2 8.7 7.7 11.9 10.9

VS 3/10 E4 0.75 1 410 282.5 248 692.5 658 3.8 10.0 8.7 13.8 12.5

VS 3/15 E4 1.1 2 525 338.5 282.5 863.5 807.5 4.5 12.6 10.2 17.1 14.7

VS 3/20 E4 1.5 2 630 349.5 306.5 979.5 936.5 5.5 13.0 11.2 18.5 16.7

VS 3/30 E4 2.2 3 875 436.5 338.5 1311.5 1213.5 7.8 16.9 12.6 24.7 20.4

VS 3/37 E4 3 4 1065 - 393.5 - 1458.5 9.3 - 15.0 - 24.3

L1
L2

Lt

Rp 1"

Ø 95

VS 3 50Hz
TEKNISET TIEDOT - PUMPUT ENCAPSULATED MOOTTORILLA

www.pumppulohja.fi



11

VS 3/4

VS 3/7

VS 3/10

VS 3/15

VS 3/20

VS 3/30

VS 3/37

η
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3m/h0.0 0.5 1.51.0 2.52.0 3.53.0 4.54.0
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Pumppu-
malli

Moottori Mitat [mm] Paino [Kg]

Tyyppi [kW] [HP] L1
L2 Lt

Pumppu
Moottori Yhteensä

1~ 3~ 1~ 3~ 1~ 3~ 1~ 3~

VS 4/4 E4 0.37 0.5 278 228 214 506 492 2.9 7.8 7.2 10.7 10.1

VS 4/7 E4 0.55 0.75 343 248 228 591 571 3.5 8.7 7.7 12.2 11.2

VS 4/10 E4 0.75 1 411 282.5 248 693.5 659 4.2 10.0 8.7 14.2 12.9

VS 4/14 E4 1.1 1.5 498 338.5 282.5 836.5 780.5 5.1 12.6 10.2 17.7 15.3

VS 4/18 E4 1.5 2 588 349.5 306.5 937.5 894.5 5.9 13.0 11.2 18.9 17.1

VS 4/27 E4 2.2 3 784 436.5 338.51220.5 1122.5 7.2 16.9 12.6 24.1 19.8

VS 4/32 E4 3 4 953 - 393.5 - 1346.5 9.2 - 15.0 - 24.2

VS 4/40 E4 3.7 5 1128 - 520 - 1648 10.5 - 19.1 - 29.6

VS 4/44 E4 4 5.5 1219 - 543 - 1762 11.8 - 20.0 - 31.8

L1
L2

Lt

Rp 1"

Ø 95

VS 4 50Hz
TEKNISET TIEDOT - PUMPUT ENCAPSULATED MOOTTORILLA

www.pumppulohja.fi



VS 4/4

VS 4/7

VS 4/10

VS 4/14

VS 4/18

VS 4/27

VS 4/32

VS 4/40

VS 4/44

η
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0.5 1.51.0 2.5 5.0 6.02.0 3.53.0 4.5 5.5 6.54.0

3m/h0.0 0.5 1.51.0 2.5 5.0 6.02.0 3.53.0 4.5 5.5 6.54.0
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l/min0.0 10.0 20.0 40.030.0 60.050.0 80.070.0 100.090.0

U.S. gpm0.0 4.0 8.0 12.0 16.0 20.0 24.0 28.0

Virtaama
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Pumppu-
malli

Moottori Mitat [mm] Paino [Kg]

Tyyppi [kW] [HP] L1
L2 Lt

Pumppu
Moottori Yhteensä

1~ 3~ 1~ 3~ 1~ 3~ 1~ 3~

VS 6/6 E4 0.75 1 371 282.5 248 653.5 619 3.2 10.0 8.7 13.2 11.9

VS 6/9 E4 1.1 1.5 461 338.5 282.5 799.5 743.5 4.0 12.6 10.2 16.6 14.2

VS 6/13 E4 1.5 2 612 349.5 306.5 961.5 918.5 5.3 13.0 11.2 18.3 16.5

VS 6/19 E4 2.2 3 821 436.5 338.5 1257.5 1159.5 7.3 16.9 12.6 24.2 19.9

VS 6/26 E4 3 4 1031 - 393.5 - 1424.5 8.7 - 15.0 - 23.7

VS 6/31 E4 3.7 5 1212 - 520 - 1732 10.2 - 19.1 - 29.3

VS 6/34 E4 4 5.5 1303 - 543 - 1846 10.9 - 20.0 - 30.9

VS 6/45 E4 5.5 7.5 1631 - 652.5 - 2283.5 14.1 - 26.6 - 40.7

L1
L2

Lt

Rp 2"

Ø 95

VS 6 50Hz

www.pumppulohja.fi
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VS 6/6

VS 6/9

VS 6/13

VS 6/19

VS 6/26

VS 6/31

VS 6/34

VS 6/45

η

m
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3m/h
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1 52 3 4 9 106 7 8

3m/h0 1 52 3 4 9 106 7 8
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TUOTTOKÄYRÄT 50 MHz
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L1
L2

Lt

Rp 2"

Ø 95

0
0
1
3
0
0
1
3
 0

5
/2

0
1
7

1~ 3~ 1~ 3~ 1~ 3~ 1~ 3~

VS 7/8 E4 0.75 1 440 298 272 738 712 3.5 9.3 7.25 12.8 10.75

VS 7/11 E4 1.1 1.5 542 322 298 864 840 4.5 10.45 8.55 14.95 13.05

VS 7/16 E4 1.5 2 713 354 322 1067 1035 68 11.9 9.55 79.9 77.55

VS 7/24 E4 2.2 3 1014 452 354 1466 1368 8 16.65 11.05 24.65 19.05

VS 7/32 E4 3 4 1318 - 409 - 1727 10 - 13.55 - 23.55

VS 7/40 E4 3.7 5 1618 - 520 - 2138 12 - 26.6 - 38.6

VS 7/44 E4 4 5.5 1755 - 543 - 2298 13.5 - 30.6 - 44.1

VS 7 50Hz
TECHNICAL DATA - PUMPS WITH ENCAPSULATED MOTOR

www.pumppulohja.fi

TEKNISET TIEDOT - PUMPUT ENCAPSULATED MOOTTORILLA

Pumppu-
malli

Moottori Mitat [mm] Paino [Kg]

Tyyppi [kW] [HP] L1
L2 Lt

Pumppu
Moottori Yhteensä

1~ 3~ 1~ 3~ 1~ 3~ 1~ 3~
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VS 7/8

VS 7/11

VS 7/16

VS 7/24

VS 7/32

VS 7/40

VS 7/44

η

m

%

3m/h
0 0

0
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125

150
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200
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1 52 3 4 9 106 7 8

3m/h0 1 52 3 4 9 106 7 8
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l/min0,0 30 60 90 120 150

U.S. gpm0,0 10 20 30 40

Virtaama

TUOTTOKÄYRÄT 50 MHz
MEI >0,40
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Pumppu-
malli

Moottori Mitat [mm] Paino [Kg]

Tyyppi [kW] [HP] L1
L2 Lt

Pumppu
Moottori Yhteensä

1~ 3~ 1~ 3~ 1~ 3~ 1~ 3~

VS 8/4 E4 0.75 1 311 282.5 248 593.5 559 2.9 10.0 8.7 12.9 11.6

VS 8/6 E4 1.1 1.5 371 338.5 282.5 709.5 653.5 3.2 12.6 10.2 15.8 13.4

VS 8/9 E4 1.5 2 461 349.5 306.5 810.5 767.5 4.0 13.0 11.2 17.0 15.2

VS 8/14 E4 2.2 3 643 436.5 338.51079.5 981.5 5.4 16.9 12.6 22.3 18.0

VS 8/18 E4 3 4 793 - 393.5 - 1186.5 6.6 - 15.0 - 21.6

VS 8/23 E4 4 5.5 943 - 543 - 1486 7.7 - 20.0 - 27.7

VS 8/32 E4 5.5 7.5 1245 - 652.5 - 1897.5 10.1 - 26.6 - 36.7

VS 8/42 E4 7.5 10 1576 - 730.5 - 2306.5 12.8 - 30.6 - 42.4

L1
L2

Lt

Rp 2"

Ø 95

VS 8 50Hz

www.pumppulohja.fi

TEKNISET TIEDOT - PUMPUT ENCAPSULATED MOOTTORILLA
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VS 8/4
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Pumppu-
malli

Moottori Mitat [mm] Paino [Kg]

Tyyppi [kW] [HP] L1
L2 Lt

Pump
Motor Total

1~ 3~ 1~ 3~ 1~ 3~ 1~ 3~

VS 10/5 E4 1.1 1.5 440 338.5 282.5 778.5 722.5 3.7 12.6 10.2 16.3 13.9

VS 10/7 E4 1.5 2 541 349.5 306.5 890.5 847.5 4.4 13.0 11.2 17.4 15.6

VS 10/11 E4 2.2 3 773 436.5 338.5 1209.5 111.5 6.3 16.9 12.6 23.2 18.9

VS 10/14 E4 3 4 923 - 393.5 - 1316.5 7.6 - 15.0 - 22.6

VS 10/18 E4 4 5.5 1153 - 543 - 1696 9.4 - 20.0 - 29.4

VS 10/25 E4 5.5 7.5 1536 - 652.5 - 2188.5 12.4 - 26.6 - 39.0

VS 10/32 E4 7.5 10 1918 - 730.5 - 2648.5 15.8 - 30.6 - 46.4

L1
L2

Lt

Rp 2"

Ø 95

VS 10 50Hz

www.pumppulohja.fi
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Pumppu-
malli

Moottori Mitat [mm] Paino [Kg]

Type [kW] [HP] L1
L2 Lt

Pumppu
Moottori Yhteensä

1~ 3~ 1~ 3~ 1~ 3~ 1~ 3~

VS 15/8 E4 2.2 3 686 436.5 338.5 1122.5 1024.5 5.4 16.9 12.6 22.3 18.0
VS 15/10 E4 3 4 833 - 393.5 - 1226.5 6.4 - 15.0 - 21.4
VS 15/12 E4 4 5.5 981 - 543 - 1515 7.4 - 20.0 - 27.4
VS 15/16 E4 5.5 7.5 1275 - 652.5 - 1927.5 9.5 - 26.6 - 36.1
VS 15/21 E4 7.5 10 1643 - 730.5 - 2373.5 12.1 - 30.6 - 42.7

L1
L2

Lt

Rp 2"

Ø 95

VS 15 50Hz

www.pumppulohja.fi
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VS 1-2-3-4-6-7-8

www.pumppulohja.fi

Ref. N. Description Material

1 Shaft Stainless Steel (AISI 304)

2 Coupling Stainless Steel (AISI 304)

3 Motor support Stainless Steel (AISI 304)

4 Body
Stainless Steel (AISI 304) for VS 1-2-

3-4-6-8, Noryl ® ∗ for VS 7

5 Impeller Polycarbonate

6 Diffuser Noryl ® ∗

7 Bearing housing Resin

8 Bearing bushing Resin

9 Upper spacer Polycarbonate

10 Upper journal sleeve Stainless Steel (AISI 316)

11 Screw Stainless Steel (AISI 304)

12 Washer Stainless Steel (AISI 316)

13 Discharge Stainless Steel (AISI 304)

14 Check valve disc Stainless Steel (AISI 304)

15 Check valve ring Stainless Steel (AISI 420)

16 Check valve O-ring Rubber

17 Check valve snap ring Stainless Steel (AISI 304)

18 Outer case Stainless Steel (AISI 304)

19 Strainer Stainless Steel (AISI 304)

20 Cable guard Stainless Steel (AISI 304)

∗ Noryl ® is a Registered Trademark of G.E.

PUMP SECTION AND LIST OF MAIN COMPONENTS



VS 10-15

Ref. N. Description Material

1 Shaft Stainless Steel (AISI 304)

2 Coupling Stainless Steel (AISI 304)

3 Motor support Stainless Steel (AISI 304)

4 Body Stainless Steel (AISI 304)

5 Impeller Polycarbonate

6 Diffuser Noryl ® ∗

7 Spacer Resin

8 Bearing housing Resin

9 Bearing bushing Resin

10 Upper spacer Polycarbonate

11 Bushing Stainless Steel (AISI 316)

12 Screw Stainless Steel (AISI 304)

13 Washer Stainless Steel (AISI 316)

14 Discharge Stainless Steel (AISI 304)

15 Check valve disc Stainless Steel (AISI 304)

16 Check valve ring Stainless Steel (AISI 420)

17 Check valve O-ring Rubber

18 Check valve snap ring Stainless Steel (AISI 304)

19 Outer case Stainless Steel (AISI 304)

20 Strainer Stainless Steel (AISI 304)

21 Cable guard Stainless Steel (AISI 304)
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PUMP SECTION AND LIST OF MAIN COMPONENTS

www.pumppulohja.fi 27

∗ Noryl ® is a Registered Trademark of G.E.



28

Rev. No.     Changes Page

02
Added the value of "Head" on description 2

Modified the value of "Maximum allowable amount of sand" on description 2

03
Added model VS 3   2, 3, 10, 11, 26

Updated the Hydraulic performance tables 3, 4

NOTES

CATALOG REVISION CHANGES NOTICE 

www.pumppulohja.fi



Laatutie 4, 09430 Saukkola
www.pumppulohja.fi
info@pumppulohja.fi
Puh: 020 741 7229
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